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Plan Date: January 13th, 2008
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General Notes:

A. The contractor shall comply with all pertinent
provisions of the Manual of Accident Prevention in
Construction issued by AGC of America and the

afety and Hea egulations of Construction
Safety and Health Regulati f Constructi
issued by the U.S. Department of Labor.

. The contractor is responsible for obtaining a

B. Th tractor i ible f btaini Il

permits necessary to complete all work shown on

these plans.
| The contractor shall be responsible for locating all |J
existing utilities prior to commencement of work.
\ e contractor shall contact the utilities company
Th tractor shall tact the utiliti

DEDICATED FOR PARKING | at least 72 hours prior to commencement of

‘ work.

| \ J D. Contractor shall at all times ensure that erosion

control measures protecting existing drainage

1 trol tecting existing drai

\ \ / facilities be in place prior to the commencement

of any phase of construction or land alteration

/ \J activity.  Also, it is the contractor’s responsibility

/ H to ensure all codes and ordinances are followed

and permits are attained.

/ \J E. The contractor shall seed and mulch all

disturbed areas. L

/ U ‘ F. During site construction activity, the contractor
shall:

) 1. Construct and monitor all perimeter silt

barriers.

. Install and maintain clean crushed stone at a

\ 2. |Install and intain cl hed st t all

— construction entrances/exits to the site an

| tructi t its to the sit d

any areas used for parking.

\ | 3. Prevent construction silt from leaving the site

\ f at all times and place excavated materials

away from any direct drainage flow runoff
| from the site.

\ G. Temporary vegetation shall be installed within 7

H days following completion of any phase of N

grading.

H H. Contractor shall inspect all erosion control

\\ measures daily and repair as necessary to

| prevent erosion. Siltation shall be removed from

areas where failures have occurred. Corrective

\ action shall be taken within 24 hours to maintain

all erosion control. 0

/ [. At such time tho’g rough‘groding gf the ;ite is

/ complete and drainage diverts to inlets, inlet

erosion control measures shall be installed at a

} i trol hall be installed at all

inlet structures.

] J. Erosion control measures, construction entrances,

and siltation barriers shall remain in place until

( a good stand of grass has been obtained

‘ \ and/or paving operations are complete. After

1 complete vegetative establishment or paving, all
silt in pipes, detention facilities and swales shall
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be removed within 10 days so that finished

H / grades are met.

1 { K. Fertilizers and pesticides should not be used in Q
/ ditches, channels, or near waterways.
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Call At Least 2
Full Working
Days Before You
Dig

Shaded Area Indicates Wooded Afeas
- N\

| PROTECTION SERVICE
1-800-382-5544

/ | o R radex, inc.
radlng & e cavatlng

Bordenet Civil Engineering
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REVISION BLOCK Plan Notes and Detail References

Rev. No. | Description Date Note Detail /Sheet Description Note Detail/Sheet Description Note Detail /Sheet Description & Land Surveying, LLC

1 Rev. pond configuration. 1-15-09 1. CE/C3.0 Construct stable construction entrance. Obtain county highway permits as necessary. Ph. 317-536-6181

SF/C3.0  Install silt fence where indicated. Fax: 317-536-6220

2 . . o 8902 Alibeck Ct.
3. RDC/C3.0  Construct riprap dtich check where indicated. Indianapolis, IN 46256
4. Stock pile all soils in the indicated area. After construction is completed, this area to be re—grade

to original grade elevations. Project Number:

S. SP/C3.0 Construct pond. Refer to typical fill embankment detail on this page. blanket all slopes outside of

the safety ledge as indicated. 2008—062

6. SP/C3.0 Construct pond. Refer to typical cut embankment detail on this page. blanket all slopes outside
of the safety ledge as indicated. Sheet No. :

7. Construct outlet weir where indicated. See detail this sheet. Armour outlet channel with riprap as

0

oils shall be seeded.

indicated.
PS/C3.0 All disturbed s CZ-O
. 3
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D. Scott Bordenet, PE, LS : 8902 Alibeck Ct., Indianapolis, IN 46256 : Ph. 317-536-6181 - Fax 317-536-6220 : Final Plans v1.22.dwg : Plot Scale 1"



